
Current WIN-T Portfolio of Programs with Applied 
Companies Thermal Management & Power Generation
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Global Broadcast System (GBS)

� GBS – Katrina, NOLA –
August 2005

� at APG under testing� at APG under testing

� Deployed to process 
uplinks to the National 
Command Authority 
real-time Broadcasting. 

� Was a haven from the 
humidity and weather.

� 26,000 BTU Split Pack



17,000 BTU / 1.4 ton / 4.98kW Condenser Chiller 
Module AN/TSC-156

Phoenix Quad-Band Sat Com Pallet

LIN: S23268     C       2 SATELLITE COMMUNICATION 
SYSTEM: AN/TSC-156 G  B16    5895-01-511-2772  7G 2   
SAT COM SY AN/TSC-156  $1,296,692.00 EA    P       A    S 
05051006 

Source: US Army Supply Bulletin  700-20



Standard Integrated Command 
Post System (SICPS) V. 5

Supports Command Posts and 
other programs

More than 400 produced



Warrior Information Network – Tactical
(WIN-T) TCN/NOSC Increment 2 

33,000 BTU / 2.75Ton /  9.67kW @ 125°F / 51.6°C

EMI Shielding - capable of an attenuation level at l east 50db to H-fields (150khz and 14Mhz) and 60db for  Plane 
Waves (400Mhz, 1 GHz and 10Ghz) when tested in accorda nce with IEEE-STD-299-1991.

AC-372-36



Trojan Lightweight Integrated 
Telecommunications Equipment 

(Trojan Lite) AN/TSQ-226 (V)2

Will be migrating to WIN-T

12K BTU / 1 ton ECU / 3.51kW 
Integrated by Global SATCOM 
into the AN/TSQ-226 Platform. 


